INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

CHROME ORE - Foundry Grade

Chemical Analysis Typicals

Guaranteed

Cr,0, 46 % min Cr,0, 46,3 - 46,6%

SiO, 1 % max Sio, 0,60 - 0,90%
MgO 9,4 - 9,9%
FeO 26 - 26,30%
AlLO, 14,80 - 15,5%
CaO 0,10 - 0,20%

Various sizes available

AFS 40 -50
45 -55
50 - 60
Ref: IM36A

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
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INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

CHROME ORE - Refractory Grade

Chemical Analysis Typicals
Cr,0, 48,0% 47% min
SiO, 0,60-0,99% 1,3% max
AlLO, 16,0-18%

FeO 20-21,40%

Tio, 0,39%

CaO 0,01- 0,15%

MgO 11,00-12.50%

MnO 0,20%

Cr: Fe ratio 1,95 : 1 minimum 2,03 typical

ISO Screens

+2,0 mm 2% max

-2,0  +1,4mm 0,2

-1,4  +1,0mm 17,1

-1,0  +0,5mm 48,2

-0,5 +0,250mm 29,5
-0,250  +0,125mm 4,8

0,
0125 mm 0,2 } (10% max)

Ref: IMOC

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
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INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

CHROME ORE - Chemical Grade

Chemical Analysis Chemical Analysis

Guaranteed

Cr,0, 46 % min Cr,0, 46,3 - 46,6%

SiO, 1 % max Sio, 0,70 - 0,90%
MgO 9,4 - 9,9%
FeO 26 - 26,30%
AlLO, 14,80 - 15,5%
CaO 0,10 - 0,20%

Cr: Feratio 1,57 : 1

Typical Size Analysis

99% -1mm

Ref: IM36H

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
shipping@intermetmin.co.za www.intermetmin.co.za




INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

CHROME ORE - Metallurgical Grade

Chemical Analysis Typicals

Cr,0, 44,4%
Sio, 5,8%
ALO, 15,10%
FeO 19,80%
TiO, 0,35%
CaOo 0,30%
MgO 13,20%
MnO 0,21%

Cr: Fe ratio 1,96 : 1

Typical Specification ISO Screen

Physical:
+1,00 mm 4.0%
-1,00 +0,500 mm 16,0%
-0,500 +0,250 mm  55,0%
-0,250  +0,125 mm 15,0%
-0,125 mm 10,0%
Ref: IM15A

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
shipping@intermetmin.co.za www.intermetmin.co.za




INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

FERRO MANGANESE - (medium carbon)

Chemical Analysis Typicals

Guaranteed

Mn 80% min Mn 81,30%
C 1,5% max C 1,30%
Si 1% max Si 0,80%
P 0,15% max P 0,12%
S 0,020% max S 0,006%

Following sizes available:

10 - 50mm
50 - 100mm

Ref: IMFeMn

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
shipping@intermetmin.co.za www.intermetmin.co.za




INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

FERRO SILICO MANGANESE

Chemical Analysis Typicals
Mn 65-68%
C 2%

Si 16-18%
P 0,15%

S 0,015%

Following sizes available:

10 - 50mm
50 - 100mm

Ref: IMSiMn

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
shipping@intermetmin.co.za www.intermetmin.co.za




INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

ANDALUSITE

Chemical Analysis Typicals

Guaranteed

ALO,  -57% minimum ALQO, 57,30%

Fe,0, - 1% maximum Fe,O, 0,90%
Sio, 40,00%
MgO 0,15%
K,O 0,26%
Na,O 0,11%
CaO 0,15%
TiO, 0,26%

Various sizes available:

0-1mm
0,5-1,5mm
0-3mm
1-3mm

100 mesh
200 mesh

Ref: IM66A

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose

PO Box 782053, Sandton 2146, South Africa
4 Arlington Road, Bryanston 2191, Gauteng, South Africa

Phones : +27 11 706 0322 Fax: +27 11 463 2475
shipping@intermetmin.co.za www.intermetmin.co.za




INTERIMEIMIN

SUPPLIERS OF MINERALS, ORES AND FERRO-ALLOYS TO THE FOUNDRY, REFRACTORY AND METALLURGICAL INDUSTRIES

PRODUCT DATA SHEET

CHROME FLOUR

Chemical Analysis Typicals
Cr,0, 46%

Sio, 1%

Fe 20,23%
FeO 26,50%
ALO, 15,17%
CaO 0,18%
MgO 9,22%
TiO, 0,69%
V,0; 0,34%

Following grades also available:

44% Cr,0,
46% Cr,0,

For use in the Refractories and Glass and Ceramics Industries as well as for coatings in the
Foundry Industry.

Ref: IM59A

Information above is given in good faith as accurate but not guaranteed to be a specification. No guarantee is given or implied. Users should
conduct tests to determine suitability for any specific purpose
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4 Arlington Road, Bryanston 2191, Gauteng, South Africa
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